Internal Engine 100-6, 3000
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Part Price Description Application Qty.
No. {each) Req.
837-070 OIL THROWER 1
021-367 CRANKSHAFT GEAR 1
031-207 PACKING WASHER AR
327-160 KEY 2
021-360 SPIGOT BUSH 1
550-435 MAIN BEARING SET, std. Teimati 1
550-436 MAIN BEARING SET, .010 (copper-lead-tin with 1
021-045 MAIN BEARING SET, .020 babbit overlay, on 1
021-046 MAIN BEARING SET, .030 i 1
021-047 MAIN BEARING SET, .040 RSk pacil 1
555-130 THRUST WASHER SET, std. 1
828-020 THRUST WASHER SET, .005 1
THRUST WASHER SET, .010 1
FLYWHEEL ASSEMBLY BN4, BN6 1
FLYWHEEL ASSEMBLY BN7, BT7, BJ7 to 29F/H4878 1
FLYWHEEL ASSEMBLY BJ7 from 29F/H4879,BJ8 1
021-635 RING GEAR 1
320-770 BOLT, flywheel, stock type 4
322-191 BOLT, flywheel, ARP high strength replacement 4
310-960 NUT 4
031-209 LOCKTAB 2
325-090 DOWEL BN4, BNG6, BN7 & BT7 to 29D-H254732 2

{ BN7 & BTY from
NA  DOWEL 29D-H25474, BJT to 2

29F-H4878

NA  DOWEL BJY from 29F-H4879, BJB 3
021-302 NA  CYLINDER LINER BN4, BNG 6
021-304 CYLINDER LINER BN7, BT7, BJ7, BJB 6

Cylinder liners are used to repair damaged bores. The block is bored to accept the liner, liner is
pressed into block, timmed flush with block deck, then bored and honed to fit the piston.

No. Part Price  Description Application aty.
No. (each) Req.

1 TIMING COVER 1
2 697-380 GASKET, timing cover 1
3 535111 OIL SEAL, timing cover 1
4 TIMING POINTER 1
5 RIVET, for pointer 2
6 322-540 BOLT, cover to main bearing cap and bracket 7
7 460-360 WASHER, oval, 5/16" 7
8  320-990 BOLT, cover to plate 5
9  324-765 WASHER, oval, 1/4" 5
10 011-139 TENSIONER ASSEMBLY, timing chain 1
11 460-580 GASKET, tensioner 1
13 322-250 BOLT, for tensioner 2
14 460-570 LOCKTAB 1
15 600-091 TIMING CHAIN, heavy duty upgrade 1
600-090 TIMING CHAIN 1

16 832-250 DAMPER, chain 1
17 320-285 BOLT, damper to block BN7 & BT7 from 1
18 324-860 WASHER, plain 29E-H101, BJ7,.BJ8 1
19  324-040 WASHER, locking 1
20 851-290 CAMSHAFT (BJ8 spec. - best cam for all 6-cyl models) 1
851-325 CAMSHAFT, “Works Rally' 1

21 031-210 LOCATING PLATE 1
22 322-540 BOLT 2
23 365-730 WASHER, locking 2
24 021-366 CAMSHAFT GEAR 1
25 327-170 KEY 1
26 310-950 NUT 1
27 031-211 LOCKWASHER 1
28 021-048 CAM BEARING SET 1
29 021-352 CRANKSHAFT (reconditioned with rod & main bearings) 1
30 OIL RESTRICTOR 6
31 031-204 STARTING NUT 1
32 837-090 LOCKTAB 1
33 * PULLEY, crankshaft BN4, BNG, BN7, BT7, 1
34 * DAMPER, for pulley BJ7, BJ8 to 29K/H 10271 1
35 * PULLEY & DAMPER, crankshaft ~ BJ8 from 29K/H10272 1
*Nos.33-35 are not available. We suggest using replacement no. 031-206, shown on facing page.
36 031-206 PULLEY & DAMPER, crankshaft, all models replacement 1
37 322-180 BOLT, damper fo pulley BN4, BN6, BM7, BT7, BJ7 6
33 324-040 WASHER, locking BJB to 29K/H10271 6
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021-266 NA  PISTON SET, std. 1
021-267 NA  PISTON SET, .020 BN4 to C.E.40500 1
021-268 NA  PISTON SET, .030 (clamp type rods; 2639¢cc) 1
021-269 NA  PISTON SET, .040 1
021-290 PISTON SET, std. 1
021-292 PISTON SET, .020 BN4 from C.E. 40501, BN6 1
021-293 PISTON SET, .030 (bush type rods; 2639cc) 1
021-294 PISTON SET, .040 1
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Internal Engine 100-6, 3000

No. Part Pri Description Applicatl 7 No.
° No. {ea::) - - on :.2.
021-296 PISTON SET, std. 1| 91
021-300 PISTON SET, .020 1|9
021-298 PISTON SET, .030 :angh BW{; ?{Jjgé_B;; 2c0) 1|9
021-297 PISTON SET, .040 yp : 1| 94
021-299 PISTON SET, .060 1| 9%
96
57 567-052 PISTON RING SET, std., (4 ring) 1|97
021-316 PISTON RING SET, .020, (4 ring) 1| 98
021-317 PISTON RING SET, .030, (4 ring) 7 BN4, BNG 1|9
021-318 NA  PISTON RING SET, .040, (4 ring) 1| 100
021-319 NA  PISTON RING SET, .060, (4 ring) J 1| 102
103
817-700 PISTON RING SET, std., (5 ring) 1) 1| 104
817-720 PISTON RING SET, .020, (5ring) | BN7,BT7,BJ7,BJ8 1 | 105
817-730 PISTON RING SET, .030, (5 ring) pcompression rings 1
817-740 PISTON RING SET, .040, (5 ring) | are .078" thick 1| 108
817-760 PISTON RING SET, .060, (5 ring) J 1| 107
108
567-180 PISTON RING SET, std., (4 ring) ) 1| 109
021-321 PISTON RING SET, .020, (4 ring) | BN7, BT7, BJ7,BJ8 1 | 110
021-322 PISTON RING SET, .030, (4 ring) pcompression rings 1 | 111
021898 v PISTON RING SET, .040, (4 ring) | are .094" thick 1] 112
021-324 NA  PISTON RING SET, .060, (4 ring) J 1| 113
114
817-500 PISTON RING SET, std., (5 ring) ) 1| 115
817-520 PISTON RING SET, .020, (5 ring) | BN7, BT7, BJ7,BJ8 1 | 116
817-530 PISTON RING SET, .030, (5 ring) pcompression rings 1 | 117
817-540 PISTON RING SET, .040, (5 ring) | are .094" thick 1| 118
817-560 NA  PISTON RING SET, .060, (5 ring) J 1| 119
120
58 NA  PISTOM PIN, std. 6 | 121
59 326-000 CIRCLIP }b“s'hed ypereds 45 | 122
123
B0 837-780 NA  CONNECTING ROD, for pistons 1,3&5 3 | 125
837-790 NA CONNECTING ROD, for pistons 2,4 & 6 [BN4 to 3
61 322-200 NA  BOLT, clamping rod to gudgeon pin C.E.40500 6 | 126
62 324-040 WASHER, locking 6 | 127
128
63 031-202 NA  CONNECTING ROD, new 6 | 129
021-628 CONNECTING ROD, reconditioned }E{;’g 'Brr;’.;," é:nE. g‘lo?s%h 6 | 130
64 829-018 BUSH SET, connecting rod St bl el 1 131
65 021-636  NA  BOLT.con rod cap B4, BlG, 1z [ 133
; BN7/BT7 thru (e)29E-H928 136
5 BN7/BT7 from (e)29E-H929 12
021-633 BOLT, con rod cap BJ7. BJS
66 021-638 NUT 12
70 550-350 ROD BEARING SET, std. Y isemolii 1
550-351 ROD BEARING SET, .010 (coppar laadiiewill 1
550-352 ROD BEARING SET, .020 Labsil aeirioy o 1
021-033 ROD BEARING SET, .030 Sloat Bachis 3;' 1
021-034 ROD BEARING SET, .040 J g 1
72 021-364 ! OIL PUMP ASSEMBLY, standard 7} rotor & vane type 1
021-363 NA  OIL PUMP ASSEMBLY, high volume BN4, BNG, BN7 & BT7 to 1
73 NA DRIVING SHAFT, 1
gt b (e) 20D-HB94
with inner & outer rotors
74 NA  BOLT (may use later pump) 4
75 324-020 WASHER, locking J 4
80 021-362 OIL PUMP ASSEMBLY, standard ) gear type 1
021-373 OIL PUMP ASSEMBLY, high volume 1
81 021-421 DRIVEN SHAFT 1
82 021-426 DRIVING SHAFT 1
836-588 GEAR SET, oil pump 1
83 031-214 DRIVEN GEAR rf’e';’gg%igg;mg’” _—
84 836-580 DRIVING GEAR ST
B85 327-110 KEY, driving gear 1
86 BOLT, cover to body 4
87 324-590 WASHER, plain 4
88  324-020 WASHER, locking J 4
89 NA DRIVING SPINDLE BN4 to C.E.38262 1
BN4 from C.E.38263,
031-216 DRIVING SPINDLE BNG. BN7, BT7. BJ7, BJS 1
00 021-422 THRUST WASHER 1

Part
No.

322-230
324-590
324-020

310-140
365-730
460-620
836-660
329-055
328-025
324-800

324-020
324-590

324-020
021-315
021-339
021-320
325-250
021-330
325-250
021-333
836-620
021-334
324-585
520-440
835-610
520-280

322-645
462-385

021-396
021-365

Price
({each)

Description Application

i

OIL STRAINER

BOLT

WASHER, plain

WASHER, locking

GASKET, pump to block
GASKET, oil pump outlet
STUD, mounting oil pump fo block
NUT

WASHER, locking

PIPE, valve drain

OIL PRESSURE RELIEF VALVE
SPRING

CAP NUT

WASHER, copper

}included in conversion
gasket set
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HOUSING, distr. & tach drive )
BOLT

WASHER, locking

WASHER, plain

BOLT

WASHER, locking

DRIVING GEAR, distributor
DRIVING DOG

EXTENSION, for drive spindle
PEG, for spindle

DRIVING GEAR, tachometer

PEG, for gear

TACHOMETER PINION

THRUST BUTTON

BUSH

GASKET

0IL SEAL, pinion

RETAINING RING

OIL SEAL, distributor J

BN4, BN6, BNV, BT7, &
FBJT7 thru (e)29FG3562
(cars w/ mechanical tach)
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DISTRIBUTOR HOUSING
BOLT

WASHER, shakeproof
DRIVING GEAR, distributor

1

1

BJ7 from (e)29FG3563, BJ8 :
COUPLING, distributor to gear 1
1

CIRCLIP
PUSHROD 12
TAPPET 12

Harmonic Crank Balancer

Fits all 100-6 and 3000 (replaces stock pulley).
Acrank dampener dramatically smooths out engine
vibration, significantly reducing engine wear. Many
original dampeners have delaminated with age or
have been damaged. These new units are produced in
Australia to incredibly high race car standards.
031-206

Rear Crankshaft Oil
Seal Kit

Permanently stop the notorious rear crankshaft
oil leak which plagues so many Austin-
Healeys with this well engineered lip-type

oil seal conversion kit. While installation
involves drilling and tapping holes in the rear
of the engine block, a special drilling bush,
instructions, and all mounting hardware are
included. Also included is a full size template
for grinding clearance in your rear engine

bearer plate.
Kit 833-415
Replacement seal 837-095



